199 Chambers Street, CUNY BMCC Forensics Lab

SECTION 02080

ASBESTOS ABATEMENT

PART 1 GENERAL

1.01 SCOPE OF WORK

A. This asbestos abatement project will consist of the removal and disposal of
asbestos containing materials (ACM) from the 6™ Floor of the Forensics and Bio-
Technology Center Laboratory, 199 Chambers Street, New York, NY.

B. The work shall include the removal, as ACM, of 12”x12” Vinyl Floor Tile (Tan)
from Rooms N-682 (442 SF), N-680 (442 SF), N-678 (476 SF), and N-644 (510
SF). The Total Quantity of Vinyl Tile to be removed as ACM is 1,870 SF. This
work shall also include the removal, as ACM, of Granite Countertop Material
from Rooms N-682 (30 SF), N-680 (30 SF), N-644 (30 SF), and N-678 (30 SF).
The Total Quantity of Granite Countertop Material to be removed is 120 SF.

C. The Contractor shall be aware of all conditions of the Project and is responsible
for verifying quantities and locations of all Work to be performed. Failure to do
so shall not relieve the Contractor of its obligation to furnish all labor and
materials necessary to perform the Work.

D. All Work shall be performed in strict accordance with the Project Documents and
all governing codes, rules, and regulations. Where conflicts occur between the
Project Documents and applicable codes, rules, and regulations, the more
stringent shall apply.

E. Working hours shall be as required and approved by the Owner. Asbestos
abatement activities including, but not limited to, work area preparation, gross
removal activities, cleaning activities, waste removal, etc. may need to be
performed during ‘off-hours’ (including nights and weekends). In addition,
multiple mobilizations may be required to perform the work identified in this
project. The Contractor shall coordinate and schedule all Work with the facility
and Owner’s representative.

1.02 SPECIAL JOB CONDITIONS
[Intentionally Omitted]
1.03 PERMITS AND COMPLIANCE

A. The Contractor shall assume full responsibility and liability for compliance with
all applicable Federal, State, and local laws, rules, and regulations pertaining to
Work practices, protection of Workers, authorized visitors to the site, persons, and
property adjacent to the Work.

B. Perform asbestos related Work in accordance with New York State Industrial
Code Rule 56 (as amended January 11, 2006 and herein referred to as Code Rule
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56), 40 CFR 61, and 29 CFR 1926, as specified herein. Where more stringent
requirements are specified, adhere to the more stringent requirements.

C. The Contractor must maintain current licenses pursuant to New York State
Department of Labor and Department of Environmental Conservation for all
Work related to this Project, including the removal, handling, transport, and
disposal of asbestos containing materials. For Projects in New York City, licenses
related to Title XV, Chapter 1 (Local Law 76) and Local 70/85 must also be
maintained.

D. The Contractor must have and submit proof upon request that any persons
employed by the Contractor to engage in or supervise Work on any asbestos
Project have a valid NYS asbestos handling certificate pursuant to Code Rule 56.

E. The Contractor shall comply fully with any variances secured from regulatory
agencies by the Owner in the performance of the Work. Should the Contractor
choose to apply for any variance, approval of the Owner is first required.

F. Failure to adhere to the Project Documents shall constitute a breach of the
Contract and the Owner shall have the right to and may terminate the Contract
provided, however, the failure of the Owner to so terminate shall not relieve the
Contractor from future compliance.

1.04 SUBMITTALS

A. Pre-Work Submittals: The Contractor shall submit a copy of the documents listed
below, prior to the commencement of asbestos abatement activities:

1. Contractor license issued by New York State Department of Labor.

2. A list of Projects performed within the past two (2) years and include the
dollar value of all Projects. Provide Project references to include Owner,
consultant, and air monitoring firm's name, contact persons, address, and
phone number.

3. Progress Schedule:

a. Show the complete sequence of abatement activities and the
sequencing of Work within each building or building section.

b. Show the dates for the beginning and completion of each major
element of Work including substantial completion dates for each
Work Area, building, or phase.

4. Project Notifications: As required by Federal and State regulatory
agencies together with proof of transmittal (i.e. certified mail return
receipt).

Building Occupant Notification: As required by regulatory agencies.
6. Abatement Work Plan: Provide plans that clearly indicate the following:

a. All Work Areas/containments numbered sequentially.

b. Locations and types of all decontamination enclosures.

c. Entrances and exits to the Work Areas/containments.

d. Type of abatement activity/technique for each Work
Area/containment.

Ln
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e. Number and location of negative air units and exhaust. Also
provide calculations for determining number of negative air
pressure units.

f.  Proposed location and construction of storage facilities and field
office.

g. Location of water and electrical connections to building services.

h. Waste transport routes through the building to the waste storage
container.

7. Disposal Site/Landfill Permit from applicable regulatory agency.

8.

NYS Department of Environmental Conservation Waste Transporter
Permit.

B. On-Site Submittals: Refer to Part 3.01.C for all submittals, documentation, and
postings required to be maintained on-site during abatement activities.

C. Project Close-out Submittals: Within 30 days of project completion, the
Contractor shall submit 2 copies of the documents listed below. One set of the
documents shall be forwarded to the Client/ Owner and 1 set to the Consultant for
review prior to the Contractor’s final payment.

i

S,

6.
P

Originals of all waste disposal manifests, seals, and disposal logs.

2. OSHA compliance air monitoring records conducted during the Work.
3.
4. A list of all Workers used in the performance of the Project, including

Daily progress log, including the entry/exit log.

name, social security number, NYS DOL certification number and type of
certification (i.e. supervisor, asbestos handler, etc. ).

For each Worker used in the performance of the Project, submit the
Worker’s Acknowledgment Statement.

Disposal Site/Landfill Permit from applicable regulatory agency.

Final project notifications and variances, if applicable.

1.05 PRE-CONSTRUCTION CONFERENCE

A. Prior to start of preparatory Work under this Contract, if required, the Contractor
shall attend a pre-construction conference attended by Owner, Facility Personnel,
and Environmental Consultant.

B. Agenda for this conference shall include but not necessarily be limited to:

L

2.

3.

Contractor's scope of Work, Work plan, and schedule to include number
of workers and shifts.

Contractor's safety and health precautions including protective clothing
and equipment and decontamination procedures.

Environmental Consultant's duties, functions, and authority.
Contractor's Work procedures including:

Methods of job site preparation and removal methods.
Respiratory protection.

Disposal procedures.

Cleanup procedures.

Fire exits and emergency procedures.

oo o

Asbestos Abatement 02080- 3



199 Chambers Street, CUNY BMCC Forensics Lab

0 00 N o

Contractor’s required pre-work and on-site submittals, documentation, and
postings.

Temporary utilities.

Handling of furniture and other moveable objects.

Storage of removed asbestos containing materials.

Waste disposal requirements and procedures, including use of the Owner
supplied waste manifest and container seals.

C. In conjunction with the conference the Contractor shall accompany the Owner
and Environmental Consultant on a pre-construction walk-through documenting
existing condition of finishes and furnishings, reviewing overall Work plan,
location of fire exits, fire protection equipment, water supply and temporary
electric tie-in.

1.06 APPLICABLE STANDARDS AND REGULATIONS

A. The Contractor shall comply with the following codes and standards, except
where more stringent requirements are shown or specified:
B. Federal Regulations:

o »

9.

29 CFR 1910.1001, "Asbestos" (OSHA)

2. 29 CFR 1910.1200, "Hazard Communication" (OSHA)
3
4. 29 CFR 1910.145, "Specification for Accident Prevention Signs and Tags"

29 CFR 1910.134, "Respiratory Protection" (OSHA)

(OSHA)

29 CFR 1926, "Construction Industry" (OSHA)

29 CFR 1926.1101, "Asbestos, Tremolite, Anthophyllite, and Actinolite"
(OSHA)

7. 29 CFR 1926.500 "Guardrails, Handrails and Covers" (OSHA)
8.

40 CFR 61, Subpart A, "General Provisions" (EPA)
40 CFR 61, Subpart M, "National Emission Standard for Asbestos" (EPA)

10. 49 CFR 171 172, Transportation Standards (DOT)
C. New York State Regulations:

1.

2.
3.

12 NYCRR, Part 56, "Asbestos", Industrial Code Rule 56 (DOL)
(amended January 11, 2006).

6 NYCRR, Parts 360, 364, Disposal and Transportation (DEC)

10 NYCRR, Part 73, "Asbestos Safety Program Requirements" (DOH)

D. Local Regulations:

1.
2.

New York City Local Law 76/85, Storage and Disposal (DOS)
New York City Local Law 76 (Title 15, Chapter 1)

E. Standards and Guidance Documents:

1.

2.

3.

4.

American National Standard Institute (ANSI) Z88.2-80, Practices for
Respiratory Protection

ANSI Z9.2-79, Fundamentals Governing the Design and Operation of
Local Exhaust Systems

EPA 560/585-024, Guidance for Controlling Asbestos Containing
Materials in Buildings (Purple Book)

EPA 530-SW-85-007, Asbestos Waste Management Guidance
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5. ASTM Standard E1368 “Standard Practice for Visual Inspection of
Asbestos Abatement Projects. ”

1.07 NOTICES

A. The Contractor shall provide notification of intent to commence asbestos
abatement activities as indicated below.

1. At least ten (10) Working days prior to beginning abatement activities,
send written notification to:
U.S. Environmental Protection Agency
National Emissions Standards for Hazardous Air Pollutants (NESHAPS)
Coordinator
26 Federal Plaza
New York, NY 10007.

2. At least ten (10) days prior to beginning abatement activities send written
notification to:
New York State Department of Labor
Division of Safety and Health, Asbestos Control Program.
State Office Campus
Building 12 - Room 454
Albany, NY 12240

3. Atleast seven (7) days prior to the beginning of abatement activities send
written notification to:
New York City Department of Environmental Protection
Asbestos Control Program
59-17 Junction Boulevard, 8" Floor
Corona, NY 11368-5107

B. The Contractor is required to send notifications to regulatory agencies via mail or
package delivery service that will provide proof of delivery and receipt.

C. The Contractor shall post and/or provide Building Occupant Notification at least
10 days prior to beginning abatement activities as required by Code Rule 56.

1.08 PROJECT MONITORING AND AIR SAMPLING

A. The Owner shall engage the services of an Environmental Consultant (the
Consultant) who shall serve as the Owner's Representative in regard to the
performance of the asbestos abatement Project and provide direction as required
throughout the entire abatement Project period.

B. The Contractor is required to ensure cooperation of its personnel with the
Consultant for the air sampling and Project monitoring functions described in this
section. The Contractor shall comply with all direction given by the Consultant
during the course of the Project.

C. The Consultant shall provide the following administrative services:

1. Review and approve or disapprove all submittals, shop drawings,
schedules, and samples.
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2. Assure that all notifications to governmental agencies by the Contractor
are submitted in a timely manner and are correct in content.

D. The Consultant shall staff the Project with a trained and certified person(s) to act
on the Owner's behalf at the job site. This individual shall be designated as the
Abatement Project Monitor (APM).

1. The APM shall be on-site at all times the Contractor is on-site. The
Contractor shall not be permitted to conduct any Work unless the APM is
on-site (except for inspection of barriers and negative air system during
non-working days).

2. The APM shall have the authority to direct the actions of the Contractor
verbally and in writing to ensure compliance with the Project documents
and all regulations. The APM shall have the authority to Stop Work when
gross Work practice deficiencies or unsafe practices are observed, or when
ambient fiber concentrations outside the removal area exceed .01 f/cc or
background level.

d.

b.

Such Stop Work order shall be effective immediately and remain
in effect until corrective measures have been taken and the
situation has been corrected.

Standby time required to resolve the situation shall be at the
Contractor's expense.

3. The APM shall provide the following services:

a.

Inspection of the Contractor's Work, practices, and procedures,
including temporary protection requirements, for compliance with
all regulations and Project specifications.

Provide abatement Project air sampling as required by applicable
regulations (NYS, AHERA) and the Owner. Sampling will include
background, work area preparation, asbestos handling, and final
cleaning and clearance air sampling.

Verify daily that all Workers used in the performance of the
Project are certified by the appropriate regulatory agency.
Monitor the progress of the Contractor's Work, and report any
deviations from the schedule to the Owner.

Monitor, verify, and document all waste load-out operations.

The APM shall maintain a log on site that documents all project
related and Consultant and Contractor actions, activities, and
occurrences.

4. The following minimum inspections shall be conducted by the APM.
Additional inspections shall be conducted as required by Project
conditions.

a.

Pre-Construction Inspection: The purpose of this inspection is to
verify the existing conditions of the Work Areas and to document
these conditions.

Pre-Commencement Inspection: The purpose of this inspection is
to verify the integrity of each containment system prior to
disturbance of any asbestos containing material. This inspection

Asbestos Abatement
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shall take place only after the Work Area is fully prepped for
removal.

c. Work Inspections: The purpose of this inspection is to monitor the
Work practices and procedures employed on the Project and to
monitor the continued integrity of the containment system.
Inspections within the removal areas shall be conducted by the
APM during all preparation, removal, and cleaning activities at
least twice every Work shift. Additional inspections shall be
conducted as warranted.

d. Pre-Encapsulation Inspection: The purpose of this inspection is to
ensure the complete removal of Asbestos Containing Material
(ACM), from all surfaces in the Work Area prior to encapsulation.

e. Visual Clearance Inspection: The purpose of this inspection is to
verify that: all materials in the scope of work have been properly
removed; no visible asbestos debris/residue remains; no pools of
liquid or condensation remains; and all required cleanings are
complete. This inspection shall be conducted before final air
clearance testing.

f. Post-Clearance Inspection: The purpose of this inspection is to
ensure the complete removal of ACM, including debris, from the
Work Area after satisfactory final clearance sampling and removal
of all isolation and critical barriers and equipment from the Work
Area.

g. Punch List Inspection: The purpose of this inspection is to verify
the Contractor's certification that all Work has been completed as
contracted and the existing condition of the area prior to its release
to the Owner.

E. The Consultant shall provide abatement Project air sampling and analysis as
required by applicable regulations (New York State and/or AHERA). Sampling
will include background, work area preparation, asbestos handling, and final
cleaning and clearance air sampling.

1. Unless otherwise required by applicable regulations, the Consultant shall
have samples analyzed by Phase Contrast Microscopy (PCM). Results
shall be available within 24 hours of completion of sampling.

2. Samples shall be collected as required by applicable regulations (New
York State) and these specifications. If Transmission Electron Microscopy
(TEM) clearance air sampling is utilized by the owner, the clearance
criteria and sampling protocols must be in compliance with AHERA. If
PCM air sample analysis results exceed the satisfactory clearance criteria,
then TEM analysis of the entire set of clearance air samples may be used,
provided that a standard NIOSH/ELAP accepted laboratory analysis
method is utilized that shall report each air sample result in fibers per
cubic centimeter.

3. Ifthe air sampling during any phase of the abatement project reveals
airborne fiber levels at or above .01 fibers/cc or the established
background level, whichever is greater, outside the regulated Work Area,
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Work shall stop immediately and corrective measures required by Code
Rule 56 shall be initiated. Notify all employers and occupants in adjacent
areas. The Contractor shall bear the burden of any and all costs incurred
by this delay.

4. The Environmental Consultant shall submit copies of all elevated air
sampling results collected during abatement (Above 0.01 f/cc) and all final
air clearance results to the Commissioner of Labor.

1.09 CONTRACTOR AIR SAMPLING

A. The Contractor shall conduct air sampling that is representative of both the 8-hour
time weighted average and 30-minute short-term exposures to indicate
compliance with the permissible exposure and excursion limits.

B. The Contractor's laboratory analysis of air samples shall be conducted by an NYS
DOH ELAP approved laboratory, subject to approval of the Environmental
Consultant.

C. Results of personnel air sample analyses shall be available, verbally, within
twenty-four (24) hours of sampling and shall be posted upon receipt. Written
laboratory reports shall be delivered and posted at the Work site within five (5)
days. Failure to comply with these requirements may result in all work being
stopped until compliance is achieved.

1.10 PROJECT SUPERVISOR

A. The Contractor shall designate a full-time Project Supervisor who shall meet the
following qualifications:

1. The Project Supervisor shall hold New York State certification as an
Asbestos Supervisor.

2. The Project Supervisor shall meet the requirements of a "Competent
Person" as defined by OSHA 1926.1101 and shall have a minimum of one
year experience as a supervisor.

3. The Project Supervisor must be able to read and write English fluently, as
well as communicate in the primary language of the Workers.

B. If the Project Supervisor is not on-site at any time whatsoever, all Work shall be
stopped. The Project Supervisor shall remain on-site until the Project is complete.
The Project Supervisor cannot be removed from the Project without the written
consent of the Owner and the Environmental Consultant. The Project Supervisor
shall be removed from the Project if so requested by the Owner.

C. The Project Supervisor shall maintain the bound Daily Project Log that also
includes the entry/exit logs as required by New York State Department of Labor
and section 2.03 of the specifications.

D. The Project Supervisor shall be responsible for the performance of the Work and
shall represent the Contractor in all respects at the Project site. The Supervisor
shall be the primary point of contact for the Asbestos Project Monitor.

1.11 MEDICAL REQUIREMENTS
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A.

1.12

A.

B.

1.13

A.

Before exposure to airborne asbestos fibers, provide Workers with a
comprehensive medical examination as required by 29 CFR 1910.1001, and 29
CFR 1926.1101.

I. This examination is not required if adequate records show the employee
has been examined as required by 29 CFR 1910.1001, and 29 CFR
1926.1101 within the past year.

2. The same medical examination shall be given on an annual basis to
employees engaged in an occupation involving asbestos fibers and within
thirty (30) calendar days before or after the termination of employment in
such occupations.

TRAINING

As required by applicable regulations, prior to assignment to asbestos Work
instruct each employee with regard to the hazards of asbestos, safety and health
precautions, and the use and requirements of protective clothing and equipment.
Establish a respirator program as required by ANSI Z88.2 and 29 CFR 1910.134,
and 29 CFR 1926.1101. Provide respirator training and fit testing.

RESPIRATORY PROTECTION

Select respirators from those approved by the Mine Safety and Health
Administration (MSHA), and the National Institute for Occupational Safety and
Health (NIOSH), Department of Health and Human Services.

Respirators shall be individually fit-tested to personnel under the direction of an
Industrial Hygienist on a yearly basis. Fit-tested respirators shall be permanently
marked to identify the individual fitted, and use shall be limited to that individual.
Fit-test records shall be maintained on site for each employee.

Where fiber levels permit, and in compliance with regulatory requirements,
Powered Air Purifying Respirators (PAPR) are the minimum allowable
respiratory protection permitted to be utilized during gross removal operations of
OSHA Class I or OSHA Class II friable ACM.

. No respirators shall be issued to personnel without such personnel participating in

a respirator training program.

High Efficiency Particulate Air (HEPA) respirator filters shall be approved by
NIOSH and shall conform to the OSHA requirements in 29 CFR 1910.134 and 29
CFR 1926.1101.

A storage area for respirators shall be provided by the Contractor in the clean
room side of the personnel decontamination enclosure where they will be kept in
a clean environment.

- The Contractor shall provide and make available a sufficient quantity of respirator

filters so that filter changes can be made as necessary during the work day. Filters
will be removed and discarded during the decontamination process. Filters cannot
be reused. Filters must be changed if breathing becomes difficult.

- Filters used with negative pressure air purifying respirators shall not be used any

longer than one eight (8) hour work day.
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I.  Any authorized visitor, Worker, or supervisor found in the Work Area not
wearing the required respiratory protection shall be removed from the Project site
and not be permitted to return.

1.14 DELIVERY AND STORAGE

A. Deliver all materials to the job site in original packages with containers bearing
manufacturer's name and label.
B. Store all materials at the job site in a suitable and designated area.
1. Store materials subject to deterioration or damage away from wet or damp
surfaces and under cover.
2. Protect materials from unintended contamination and theft.
3. Storage areas shall be kept clean and organized.
C. Remove damaged or deteriorated materials from the job site. Materials
contaminated with asbestos shall be disposed of as asbestos debris as herein
specified.

1.15 TEMPORARY UTILITIES

A. Shut down and lock out all electrical power to the asbestos Work Areas.

B. Provide temporary 120-240 volt, single phase, three wire, 100 amp electric
service with Ground Fault Circuit Interrupters (GFCI) for all electric requirements
within the asbestos Work Area.

1. Where available, obtain from Owner's existing system. Otherwise provide
power from other sources (i.e. generator).

2. Provide temporary wiring and "weatherproof™ receptacles in sufficient
quantity and location to serve all HEPA equipment and tools.

3. Provide wiring and receptacles as required by the Environmental
Consultant for air sampling equipment.

4. All power to the Work Area shall be brought in from outside the area
through GFClI's at the source.

C. Provide temporary lighting with "weatherproof™ fixtures for all Work Areas
including decontamination chambers.

1. The entire Work Area shall be kept illuminated at all times.
2. Provide lighting as required by the Environmental Consultant for the
~ purposes of performing required inspections.

D. All temporary devices and wiring used in the Work Area shall be capable of
decontamination procedures including HEPA vacuuming and wet-wiping.

E. Utilize domestic water service, if available, from Owner's existing system.
Provide hot water heaters with sufficient capacity to meet Project demands.

PART 2 PRODUCTS

2.01 PROTECTIVE CLOTHING
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A. Provide personnel utilized during the Project with disposable protective whole
body clothing, head coverings, gloves and foot coverings. Provide disposable
plastic or rubber gloves to protect hands. Cloth gloves may be worn inside the
plastic or rubber for comfort, but shall not be used alone. Make sleeves secure at
the wrists and make foot coverings secure at the ankles by the use of tape, or
provide disposable coverings with elastic wrists or tops.

B. Provide sufficient quantities of protective clothing to assure a minimum of four
(4) complete disposable outfits per day for each individual performing abatement
Work.

C. Eye protection and hard hats shall be provided and made available for all
personnel entering any Work Area.

D. Authorized visitors shall be provided with suitable protective clothing, headgear,
eye protection, and footwear whenever they enter the Work Area.

2.02 SIGNS AND LABELS

A. Provide warning signs and barrier tapes at all approaches to asbestos Work Areas.
Locate signs at such distance that personnel may read the sign and take the
necessary protective steps required before entering the area.

1. Provide danger signs in vertical format conforming to 29 CFR 1926.1101,
minimum 20" x 14" displaying the following legend.
DANGER
ASBESTOS CANCER AND LUNG DISEASE
HAZARD
AUTHORIZED PERSONNEL ONLY
RESPIRATORS AND PROTECTIVE CLOTHING
ARE REQUIRED IN THIS AREA

2. Provide 3" wide yellow barrier tape printed with black lettered,
"DANGER ASBESTOS REMOVAL". Locate barrier tape across all
corridors, entrances and access routes to asbestos Work Area. Install tape
3'to 4' AFF.

B. Provide asbestos danger labels affixed to all asbestos materials, scrap, waste,
debris and other products contaminated with asbestos.

1. Provide asbestos danger labels of sufficient size to be clearly legible,
displaying the following legend:
DANGER
CONTAINS ASBESTOS FIBERS
AVOID CREATING DUST
CANCER AND LUNG DISEASE HAZARD

2. Provide the following asbestos labels, of sufficient size to be clearly
legible, for display on waste containers (bags or drums) which will be
used to transport asbestos contaminated material in accordance with
United States Department of Transportation 49 CFR Parts 171 and 172:
RQ HAZARDOUS
SUBSTANCE
SOLID, NOS
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ORM-E, NA 9188
ASBESTOS

3. Generator identification information shall be affixed to each waste
container indicating the following printed in indelible ink:
Generator Name
Facility Name
Facility Address

2.03 DAILY PROJECT LOG

A. Provide a Daily Project Log. The log shall contain on title page the Project name,
address and phone number of Owner; name, address and phone number of
Environmental Consultant; name, address and phone number of Abatement
Contractor; emergency numbers including, but not limited to local Fire/Rescue
department and all other New York State Department of Labor requirements.

B. All entries into the log shall be made in non-washable, permanent ink and such
pen shall be strung to or otherwise attached to the log to prevent removal from the
log-in area. Under no circumstances shall pencil entries be permitted.

C. All persons entering and exiting the Work Area shall sign the log and include
name, social security number, and time.

D. The Project Supervisor shall document all Work performed daily and note all
inspections required by Code Rule 56, i.e. testing and inspection of barriers and
enclosures.

2.04 SCAFFOLDING AND LADDERS

A. Provide all scaffolding and/or staging as necessary to accomplish the Work of this
Contract. Scaffolding may be of suspension type or standing type such as metal
tube and coupler, tubular welded frame, pole or outrigger type or cantilever type.
The type, erection and use of all scaffolding and ladders shall comply with all
applicable OSHA construction industry standards.

B. Provide scaffolding and ladders as required by the Environmental Consultant for
the purposes of performing required inspections.

2.05 SURFACTANT (AMENDED WATER)

A. Wet all asbestos-containing materials prior to removal with surfactant mixed and
applied in accordance with manufacturer's printed instructions.

2.06 ENCAPSULANT

A. Encapsulant shall be tinted or pigmented so that application when dry is readily
discernible.

2.07 DISPOSAL BAGS, DRUMS, AND CONTAINERS
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